
 

 

 

 

 

 

 

 

 

 

 

Product 
Specification 

Medical Gas & Electric Rail Headwall 

270 Scientific Drive, Suite 14     ●     Norcross, Georgia 30092     ●     678-578-7800     ●     www.Nexxspan.com 

Gas outlets: 

 Maximum capacity 12 outlets per 8 
foot (2.5m)  

 
Gas outlets Available 

 Oxygen 

 Air 

 Vacuum 
 
Gas outlet locations: 

 Customer specified 
 

Blank panels for gas outlets can be specified 
to facilitate future expansion as facility 
acute levels change 

U.S. Patent – 7.857.354 and 7.770.934 
 

 

Gas & Electric Rail Profile Height: 

 13.5 inches (343 mm) 
 
Gas & Electric Rail Projection from Wall: 

 5.5 inches (140 mm) 
 
Recommended Height Off Floor: 

 68 inches (1.73 m) to center 
 
Available in one-foot increments from 4 to 8 
feet 
 
Other: 

 Optional Up light and night light 

Electrical Outlets: 

 Maximum capacity 16 outlets per 8 
foot 

 
Electrical Outlets Available 

 Duplex 

 Normal 

 Emergency 

 Low voltage 
 
Electrical Outlet Location: 

 Customer specified 
 
Rough-in hanger bracket kit supplied for 
installation at framing. 

 
 

TYPICAL MEDICAL GAS RAIL HEADWALL 
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